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EORGIA GEOLOGIC SURVEY Ground-water favor ability map. 

EXPLANATION 

2•0c2ooJ Data Point 
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First number indicates well yield 

Number in parentheses indicates well depth 

Area of most favorable· geologic criteria 
Saprolite thickness - 20 to 150 feet 

Slope- 0 to 15% 

Probable jointing and fracturing of bedrock 

Receives drainage from adjacent areas 

Area of moderately favorable geologic ct 
Saprolite thickness - 1 0 to 60 feet 
Slope - 8 to 25% 

Possible jointing and fracturing of bedrock 

Drainage is through the area 

Area of least favorable geologic criteric: 
Saprolite thickness - 0 to 60 feet 

Slope - 15% or more 

Bedrock resistant to jointing and fracturing 

Drainage is away from area 
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For convenience in selecting our reports from your bookshelves, 
they are color-keyed across the spine by subject as follows: 

Red 

Dk. Purple 

Maroon 

Lt. Green 
Lt. Blue 
Dk. Green 

Olive 

Dk. Blue 
Yellow 

Dk. Orange 

Brown 
Black 
Dk. Brown 

Valley and Ridge mapping and structural 
geology 

Piedmont and Blue Ridge mapping 
and structural 
geology 

Coastal Plain mapping and 
stratigraphy 

Paleontology 
Coastal Zone studies 
Geochemical and geophyscial 

studies 
Economic geology 
Mining directory 
Hydrology 
Environmental studies 
Engineering studies 
Bibliographies and lists of 

pub I ications 
Petroleum and 11atural gas 
Field trip guidebooks 
Collections of papers 

Colors have been selected at random and will be augmented 
as new subjects are published. 
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Printing Coordinator: Eleanore Morrow 

The Department of Natural Resources is an 
equal opportuno\y employer and oilers all persons 
the opportunity to compete and participate In each 
area or DNR employment regardless ol race. color, 
religion, SIIX . nallonal origin, age. handicap, or other 
non-merit 1ac1ors. 


